Marine Engine Catalog 

Engine type 

SO number 

Rated power 
kw/RPM 

Application 

Quanllfaction 

Engine configuration 

Remarks 

NT8S5-M Engine 

S0130S8 

179/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


NT855-M Engine 

S013011 

201/1800 

Marine propuision engine 

CCS/IMO 

With muffler, Standard Configuration 


NT855-M Engine 

S013012 

224/1800 

Marine propuision engine 

CCS/IMO 

With muffler. Standard Configuration 


NTASSS-M Engine 

S013273 

261/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


NTA85S-M Engine 

S013096 

298/2100 

Marine propuision engine 

CCS/IMO 

Standard Configuration/Medium continuing power 


NTASSS-M Engine 

S013520 

298/2100 

Marine propuision engine 

CCS/IMO 

Medium continuing power. Without sea water pump 


NTA8SS-M Engine 

S013496 

298/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


NTASSS-M Engine 

S013628 

298/1800 

Marine propuision engine 

CCS/IMO 

Refer toS013496. Cancel meter box. sea water pump, with 35Aalternator 


NTA8SS-M Engine 

S0134S8 

336/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration/Overloaded power. With muffler 


N8SS-M Engine 

S01371S 

298/1800 

Marine propuision engine 

ccs/;mo2 

Standard Configuration 

Continuing power (CON) 

N8SS-M Engine 

S013716 

261/1800 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Continuing power (CON) 

N8SS-M Engine 

S013717 

298/2100 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Overloaded power (HD) 

ICT19-M Engine 

S040021 

317/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


KT19-M Engine 

S040301 

317/1800 

Marine propuision engine 

CCS/IMO 

Without sea water pump 


KT19-M Engine 

SO40447 

317/1800 

Marine propuision engine 

CCS/IMO 

Without heat exchanger, sea water pump 

Refer toS040301 

KTA19-M Engine 

SO40197 

3S1/1800 

Marine propuision engine 

CCS/IMO 

Without heat exchanger, sea water pump 


KTA19-M Engine 

S040001 

3S1/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


KT19-M Engine 

SO40336 

373/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration. With HD4073 hydraulic pump drive 


KTA19-M Engine 

S040002 

373/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


KTA19-M Engine 

S040467 

373/1800 

Marine propuision engine 

CCS/IMO 

Without heat exchanger, sea water pump 

Refer toS040002 

KTA19-M Engine 

S040303 

373/1800 

Marine propuision engine 

CCS/IMO 

Without sea water pump 


KTA19-M Engine 

SO40O36 

410/2100 

Marine propuision engine 

CCS/IMO 

Standard Configuration/Medium continuing power 


KTA19-M3 Engine 

SO40O28 

447/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


KTA19-M3 Engine 

S040044 

477/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration/Overloaded power 


KTA19-M3 Engine 

S040370 

447/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration. With HD4073 hydraulic pump drive 


KTA19-M3 Engine 

SO40379 

373/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration/Overloaded power 

Refer toS040044 

KTA19-M4 Engine 

SO40O77 

522/2100 

Marine propuision engine 

CCS/IMO 

Standard Configuration/Overloaded power 


K19-M Engine 

S04041S 

373/1800 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Continuing power (CON) 

K19-M Engine 

SO40416 

410/2100 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Continuing power (CON) 

K19-M Engine 

S040417 

447/1800 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Continuing power (CON) 

K19-M Engine 

SO40418 

477/1800 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Overloaded power (HDj 

K19-M Engine 

S040436 

373/1800 

Marine propuision engine 

CCS/;M02 

Without heat exchanger, sea water pump 

Continuing power (CON) 

K19-M Engine 

SO40437 

447/1800 

Marine propuision engine 

CCS/IM02 

Without heat exchanger, sea water pump 

Continuing power (CON) 

K19-M Engine 

S040433 

477/1800 

Marine propuision engine 

CCS/1M02 

Without heat exchanger, sea water pump 

Overloaded power (HD) 

KT38-M Engine 

S060170 

582/1800 

Marine propuision engine 

CCS/IMO 

Dry exhaust pipe , Without heat exchanger, sea water pump 


KT38-M Engine 

S060008 

596/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration. With muffler 


KTA38-M0 Engine 

SO6013S 

671/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


KTA38-M1 Engine 

S06015S 

746/1800 

Marine propuision engine 

CCS/IMO 

Standard Configuration 


KTA38-M2 Engine 

S060180 

895/1800 

Marine propuision engine 

CCS/IMO 

Dry exhaust pipe 


KTA38-M2 Engine 

SO60328 

895/1800 

Marine propuision engine 

CCS/IMO 

Without heat exchanger, sea water pump 

Refer toS060180 

K38-DM Engine 

S060301 

970/1800 

Marine propuision engine 

CCS/IM02 

Without heat exchanger, sea water pump 

Rated power (Prime) 

K38-M Engine 

SO60293 

1007/1900 

Marine propuision engine 

CCS/1M02 

Standard Configuration 

Overloaded power (HDj 

K38-M Engine 

SO60294 

895/1800 

Marine propuision engine 

CCS/IM02 

Standard Configuration 

Continuing power (CON) 

K38-M Engine 

SO60298 

671/1600 

Marine propuision engine 

CCS/IM02 

Without heat exchanger, sea water pump 

Continuing power (CON) 

K38-M Engine 

S060300 

1007/1900 

Marine propuision engine 

CCS/IM02 

Without heat exchanger, sea water pump 

Overloaded power (HDj 

K38-M Engine 

S060302 

560/1600 

Marine propuision engine 

CCS/1M02 

Without heat exchange, seawaterpump (Nostock) 

Continuing power (CON) 

K38-M Engine 

S060303 

596/1800 

Marine propuision engine 

CCS/IM02 

Without heat exchanger, sea water pump 

Continuing power (CON) 

K38-M Engine 

S060304 

634/1800 

Marine propuision engine 

CCS/IM02 

Without heat exchange, seawaterpump (Nostock) 

Continuing power (CON) 

K38-M Engine 

S06030S 

746/1800 

Marine propuision engine 

CCS/IM02 

Without heat exchanger, sea water pump 

Continuing power (CON) 

K38-M Engine 

S060306 

821/1800 

Marine propuision engine 

CCS/;M02 

Without heat exchanger, sea water pump 

Continuing power (CON) 

K38-M Engine 

S060307 

783/1600 

Marine propuision engine 

CCS/IM02 

Standard Configuration (Nostock) 

Continuing power (CON) 

K38-M Engine 

S060308 

969/1800 

Marine propuision engine 

CCS/[M02 

Standard Configuration (Nostock) 

Overloaded power (HD) 

KSO-M Engine 

SO60344 

1193/1800 

Marine propuision engine 

CCS/IM02 

Without sea water pump,heat exchange 


KSO-M Engine 

SO6034S 

1193/1800 

Marine propuision engine 

CCS/IM02 

Standard Configuration 


KSO-M Engine 

SO60348 

1342/1900 

Marine propuision engine 

CCS/IM02 

Without sea water pump.heat exchange. Overloaded power 


NT8SS-0(M) Engine 

S013434 

180/1500 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


NTA8SS-D(M) Engine 

S01306S 

240/1500 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


NTAaS5-D(M) Engine 

S013019 

284/1500 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


NTA8SS-D(M) Engine 

S013490 

284/1500 

Marine aux 

la ry engine 

CCS/IMO 

With fanEars flywheel housing. Cancel muffier 


NTAaS5-D(M) Engine 

S013051 

287/1800 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


NTA8SS-D(M) Engine 

S01349S 

287/1800 

Marine aux 

la ry engine 

CCS/IMO 

With fanEars flywheel housing. Cancel muffier 


NTAaS5-D(M) Engine 

S013140 

313/1800 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


NTA8SS-D(M) Engine 

S013396 

317/1500 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


NTAaS5-D(M) Engine 

S013471 

317/1500 

Marine aux 

la ry engine 

CCS/IMO 

WIthoutheatexchanger.seawaterpump. watertank and fan. muffler 


NTA8SS-D(M) Engine 

S013617 

284/1500 

Marine aux 

la ry engine 

NK 

Standard Configuration. Without meter box, wire and sensor, muffler 

Refer toS013525 

N8SS-OM Engine 

S013718 

240/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

N8SS-DM Engine 

S013719 

287/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

N8SS-OM Engine 

S013787 

287/1800 

Marine aux 

la ry engine 

CCS/IM02 

Without sea water pump. ,heat exchange, with fan drive. Refer toS013719 

Rated power (Prime) 

N8SS-OM Engine 

S013720 

284/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

N8SS-OM Engine 

S013738 

284/1500 

Marine aux 

la ry engine 

CCS/IM02 

Without sea water pump, .heat exchange 

Rated power (Prime) 

N8SS-DM Engine 

S013721 

313/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

N8SS-OM Engine 

S013714 

317/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

N85S-OM Engine 

S013778 

284/1500 

Marine aux 

la ry engine 

BV/IM02 

Standard Configuration .Without meter box and wirring harness. Refer loSO13720 

Rated power (Prime) 

N8SS-OM Engine 

S013783 

287/1800 

Marine aux 

la ry engine 

BV/IM02 

Standard Configuration .Without meter box and wirring harness. Refer toSO13720 

Rated power (Prime) 

KTA19-D(M) Engine 

S040008 

336/1500 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration. With muffler 


KTA19-D(M) Engine 

SO4018S 

336/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe , Withfan. Cancel water tank 


KTA19-D(M) Engine 

SO40249 

403/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration 


KTA19-D(M) Engine 

SO40O38 

448/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe , Standard Configuration. Withmuffier 


KTA19-D(M) Engine 

SO40163 

448/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Withfan, Cancel water tank, muffler 


KTA19-D(M) Engine 

SO40168 

392/1800 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


KTA19-D(M) Engine 

SO402S7 

463/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration 


KTA19-D(M) Engine 

S040412 

463/1800 

Marine aux 

la ry engine 

CCS/IMO 

Cancel sea water pump, .heat exchange, watertank 

Refer toSO40257 

KTA19-D(M) Engine 

SO40274 

507/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration. Withmuffier 


KTA19-D(M) Engine 

SO40259 

336/1500 

Marine aux 

la ry engine 

CCS/IMO 

Withoutheatexchanger.seawaterpump. watertank, fan, muffler 


KTA19-D(M) Engine 

SO4026O 

403/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Without heat exchanger, sea water pump, water tank, fan. muffler 


KTA19-D(M) Engine 

SO40261 

448/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe 1 Without heat exchanger, sea water pump, water lank.fan, muffler 


KTA19-D(M) Engine 

SO403S3 

463/1800 

Marine aux 

la ry engine 

NK 

Standard Configuration. Without meter box.wire and sensor, muffler 

Refer toSO40257 

K19-DM Engine 

S040419 

448/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K19-DM Engine 

S040420 

507/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K19-DM Engine 

S040421 

358/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K19-DM Engine 

SO40422 

410/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K19-DM Engine 

S040456 

410/1500 

Marine aux 

la ry engine 

CCS/IM02 

Cancel sea water pump, heat exchange. With fan drive equipment 

Rated power (Prime) 

K19-DM Engine 

SO40423 

425/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K19-DM Engine 

S040424 

485/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K19-DM Engine 

SO40434 

448/1500 

Marine aux 

la ry engine 

CCS/IM02 


Rated power (Prime) 

KT38-D(M) Engine 

SO60176 

560/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe 1 Without heat exchanger, sea water pump, water tank and fan. muffler 


KT38-D(M) Engine 

SO60132 

560/1500 

Marine aux 

la ry engine 

CCS/IMO 

Standard Configuration 


KT38-D(M) Engine 

SO60116 

560/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe , Withfan, Cancel water tank, muffler 


KT38-D(M) Engine 

SO60173 

679/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration. Withmuffier 


KT38-D(M) Engine 

S060280 

679/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe, Without sea water pump, muffler, .heat exchange, iiillfanffi^l 

Refer toSO60173 

KTA38-D(M) Engine 

S060067 

664/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration 


KTA38-D(M) Engine 

SO60117 

664/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe , without heat exchange & sea water pump.WIth fan.Cancel water tank.muffier 


KTA38-D(M) Engine 

SO60177 

664/1500 

Marine aux 

la ry engine 

CCS/IMO 



KTA38-D(M) Engine 

SO60178 

814/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe 1 Without heat exchanger, sea water pump, water tank and fan. muffler 


KTA38-D(M) Engine 

SO60164 

880/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration 


KTA38-D(M) Engine 

S060179 

880/1500 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe 1 Without heat exchanger, sea water pump, water tank and fan. muffler 


KTA38-D(M) Engine 

SO60174 

1007/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration 


KTA38-D(M) Engine 

SO60296 

1007/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe 1 Without sea water pump, .heat exchange, muffler 

Refer toSO60174 

KTA38-D(M) Engine 

SO60175 

809/1800 

Marine aux 

la ry engine 

CCS/IMO 

Dry exhaust pipe . Standard Configuration 


K38-DM Engine 

SO60289 

746/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K38-DM Engine 

S060290 

821/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K38-DM Engine 

SO60291 

880/1500 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K38-DM Engine 

SO60292 

970/1800 

Marine aux 

la ry engine 

CCS/IM02 

Standard Configuration 

Rated power (Prime) 

K38-DM Engine 

SO60334 

970/1800 

Marine aux 

la ry engine 

BV/IM02 

Standard Configuration 

Rated power (Prime) 

KSO-DM Engine 

SO60359 

1291/1800 

Marine aux 

la ry engine 

CCS/IM02 

Without sea water pump, .heat exchange 


K50-DM Engine 

SO60346 

1097/1500 

Marine aux 

la ry engine 

CCS/IM02 

Without sea water pump.heat exchange 


KSO-DM Engine 

SO60347 

1097/1500 

Marine aux 

la ry engine 

CCS/1M02 

Standard Configuration 












































































































































